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Our Gas Coal product is a high-volatile metallurgical coal used primarily as a blending component in coking coal blends for blast furnace steel

production. With a stable customer base in the Chinese market, this coal is valued for its contribution to blend flexibility, coke oven stability, and
metallurgical performance. These data sheets reflect the latest available sampling and testing conducted under ISO / AS standards.

IS0 / AS Standard As Received | Air Dried Dry Dry Ash Free
Total Moisture % 3.29
Moisture % 0.51
Ash % 14.89 15.20 15.27
Volatile Matter % 40.48 39.70 41.46 45.60
Fixed Carbon Yo 0.0 0.0 46 0.0
Total Sulphur % 0.00 0.00 0.70 0.00
Gross Calerific Value kecallkg 6749 6888 6917 8164
Caking Analysis As analysed | Ultimate% Air Dried
CSN 5.11 Carbon 71.38
Gieseler Plastometer Hydrogen 5.00
- Initial softening temp, oC 0 Nitrogen 1.20
- Maximum fluidity temp. oC 0 Sulphur 0.49
- Resolidification temp. oC 0 Oxygen (by diff.)
- Plastic range oC 0
- Maximum fludity ddpm 0 Ash analysis (%) Dry
G Index mm 94 Sio2 % 38.13
Y Index mm 11.8 Al203 % 19.64
X Index mm 37 Fe203 % 12.05
Ca0 % 10.69
Petrographic analysis As analysed MgO % 5.05
Vitrinite Reflectance (Ro max) % 0.63 Na20 % 1.98
Vitrinite %o 79 K20 % 0.84
Vitrinite Distribution Tio2 % 1.27
V5 % k& Mn304 % 0.09
V-6 Yo 48 S03 % 0.00
V-7 %o 18 P205 % 0.59
V-8 % 2 BaO % 0.00
Vo % Sr0 % 0.00
V-10 Yo Zn0 % 0.00
V-1 %
Physical Properties As analysed
Trace Elements As analysed HGI 0.00
Arsenic ug/G 8.14 Sizing mm passing
Phosphorous ugiG 171.20 50 % 0.00
Fluorine ugiG 102.00 31.5 % 0.00
Chlorine ug/G 0610 16 % 0.00
Mercury ug/G 0.098 8 % 0.00
4 % 0.00
Ash Fusion & % 0.00
Reducing Atmosphere 1 % 0.00
Initial deformation temp. oC 1205 0.5 % 0.00
Spherical temp. oC 1225 0.5 % 0.00
Hemispherical temp. oC 1247 0.5 % 0.00
Flow temp. oC 1262

Disclaimer
The specifications provided herein represent typical results based on recent sampling and analysis of production coal. These values are provided for general informational purposes only and are
not intended to constitute a binding specification. Actual product deliveries may vary within specified production tolerances. Testing is conducted by independent certified laboratories in

accordance with ISO / AS standards. Prospective customers should conduct their own due diligence and sampling programs to verify suitability for specific end uses.

Coalesce Trading LLC reserves the right to update or modify these specifications as part of normal operational variability.
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